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pressure used to test the meter after 
rebuilding or repairing. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–1, 35 FR 17660, Nov. 17, 1970; Amdt. 
192–85, 63 FR 37503, July 13, 1998] 

§ 192.361 Service lines: Installation. 
(a) Depth. Each buried service line 

must be installed with at least 12 
inches (305 millimeters) of cover in pri-
vate property and at least 18 inches 
(457 millimeters) of cover in streets and 
roads. However, where an underground 
structure prevents installation at 
those depths, the service line must be 
able to withstand any anticipated ex-
ternal load. 

(b) Support and backfill. Each service 
line must be properly supported on un-
disturbed or well-compacted soil, and 
material used for backfill must be free 
of materials that could damage the 
pipe or its coating. 

(c) Grading for drainage. Where con-
densate in the gas might cause inter-
ruption in the gas supply to the cus-
tomer, the service line must be graded 
so as to drain into the main or into 
drips at the low points in the service 
line. 

(d) Protection against piping strain and 
external loading. Each service line must 
be installed so as to minimize antici-
pated piping strain and external load-
ing. 

(e) Installation of service lines into 
buildings. Each underground service 
line installed below grade through the 
outer foundation wall of a building 
must: 

(1) In the case of a metal service line, 
be protected against corrosion; 

(2) In the case of a plastic service 
line, be protected from shearing action 
and backfill settlement; and 

(3) Be sealed at the foundation wall 
to prevent leakage into the building. 

(f) Installation of service lines under 
buildings. Where an underground serv-
ice line is installed under a building: 

(1) It must be encased in a gas tight 
conduit; 

(2) The conduit and the service line 
must, if the service line supplies the 
building it underlies, extend into a nor-
mally usable and accessible part of the 
building; and 

(3) The space between the conduit 
and the service line must be sealed to 

prevent gas leakage into the building 
and, if the conduit is sealed at both 
ends, a vent line from the annular 
space must extend to a point where gas 
would not be a hazard, and extend 
above grade, terminating in a rain and 
insect resistant fitting. 

(g) Locating underground service lines. 
Each underground nonmetallic service 
line that is not encased must have a 
means of locating the pipe that com-
plies with § 192.321(e). 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–75, 61 FR 18517, Apr. 26, 1996; Amdt. 
192–85, 63 FR 37503, July 13, 1998; Amdt. 192– 
93, 68 FR 53900, Sept. 15, 2003] 

§ 192.363 Service lines: Valve require-
ments. 

(a) Each service line must have a 
service-line valve that meets the appli-
cable requirements of subparts B and D 
of this part. A valve incorporated in a 
meter bar, that allows the meter to be 
bypassed, may not be used as a service- 
line valve. 

(b) A soft seat service line valve may 
not be used if its ability to control the 
flow of gas could be adversely affected 
by exposure to anticipated heat. 

(c) Each service-line valve on a high- 
pressure service line, installed above 
ground or in an area where the blowing 
of gas would be hazardous, must be de-
signed and constructed to minimize the 
possibility of the removal of the core of 
the valve with other than specialized 
tools. 

§ 192.365 Service lines: Location of 
valves. 

(a) Relation to regulator or meter. Each 
service-line valve must be installed up-
stream of the regulator or, if there is 
no regulator, upstream of the meter. 

(b) Outside valves. Each service line 
must have a shut-off valve in a readily 
accessible location that, if feasible, is 
outside of the building. 

(c) Underground valves. Each under-
ground service-line valve must be lo-
cated in a covered durable curb box or 
standpipe that allows ready operation 
of the valve and is supported independ-
ently of the service lines. 
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